










Processor   |   Processore   |   Procesador   |   Processeur MCU ARM Cortex M4 with integrated Crypto Engine

Connectivity   |   Connettività   |   Conectividad   |   Connectivité Bluetooth BLE 4.1 with OTA functionality for remote updates

RFID MIFARE 13.56 MHz RFID

MEMS 3 axes

Memory   |   Memoria   |   Memoria   |   Mémoire Flash for logs

Clock   |   Orologio   |   Reloj   |   Horloge Real Time Clock with a maximum error of less than 5 minutes / year

Material   |   Materiale   |   Material   |   Matériel External thermoplastic polymer / Internal  X120MN12 steel

Autonomy   |   Autonomia   |   Autonomía   |   Autonomie > 8 years (std conditions)

Security   |   Sicurezza   |   Seguridad   |   Sécurité Generation of daily tokens with proprietary algorithm

Other   |   Altro   |   Otro   |   Autre

Database for managing operations, customers, tanks, operators and more   |   
Database per la gestione di operazioni, clienti, serbatoi, operatori ed altro   |   Base 
de datos para la gestión de operaciones, clientes, depósitos, operarios, etc   |   Base 
de données pour la gestion des opérations, des clients, des réservoirs, des opérateurs, etc
Communication BLE with SPINLevel®   |   Comunicazione BLE con lo SPINLevel® 
Comunicación  BLE con el SPINLevel®   |   Communication BLE avec le SPINLevel®

Other features   |   Altre caratteristiche   |   Otras características   |   Autres caractéristiques

ATEX Mark   |   Marcatura ATEX   |   Marcado ATEX   |   Marquage ATEX II 1 G Ex ma IIA T6 Ga (up to Zone 0)

Degree of protection   |   Grado di protezione
Grado de protección   |   Degré de protection IP65/IP68

Operating temperature   |   Temperatura di esercizio
Temperatura de funcionamiento   |   Température de fonctionnement -20° C / + 60° C

Dimensions   |   Dimensioni   |   Dimensiones   |   Dimensions 98 (Ø) x 148 (h) mm

Weight   |   Peso   |   Peso   |   Poids 1200 g





Processor   |   Processore   |   Procesador   |   Processeur MCU ARM Cortex M4 with integrated Crypto Engine

Connectivity   |   Connettività   |   Conectividad   |   Connectivité Bluetooth BLE 4.x e BT 5  with OTA functionality for remote updates

Memory   |   Memoria   |   Memoria   |   Mémoire Flash for logs

Clock   |   Orologio   |   Reloj   |   Horloge Real Time Clock with a maximum error of less than 5 minutes / year

Autonomy   |   Autonomia   |   Autonomía   |   Autonomie > 5 years (std conditions)

Power supply   |   Alimentazione -  Alimentación -  Source d’énergie Replaceable batteries

Database

Tank monitoring, events storage, system control   |   Monitoraggio del 
serbatoio, salvataggio eventi, controllo del sistema   |   Monitorización de 
depósitos, almacenamiento de eventos, control del sistema   |   Surveillance 
des réservoirs, le stockage des événements et le contrôle du système

Connectivity   |   Connettività   |   Conectividad   |   Connectivité GSM or NB IoT

Data transmission   |   Trasmissione dati
Transmisión de datos   |   Transmission de données Encrypted

Other   |   Altro   |   Otro   |   Autre

Communication BLE with SPINCap®,  SPINCath®   |   Comunicazione BLE 
con lo SPINCap®,  SPINCath®   |   Comunicación  BLE con el SPINCap®,  SPINCath®
Communication BLE avec le SPINCap®,  SPINCath®
Mobile APP (Android 6.0 or higher) for end-users   |   Mobile APP (Android
6.0 o superiore) per utenti finali   |   APP móvil (Android 6.0 o superior)
para usuarios finales   |   Application mobile (Android 6.0 ou supérieur) pour les 
utilisateurs finaux

Other features   |   Altre caratteristiche   |   Otras características   |   Autres caractéristiques

ATEX Mark   |   Marcatura ATEX   |   Marcado ATEX   |   Marquage ATEX II 1 G Ex ia IIA T4 Ga (up to Zone 0)

Degree of protection   |   Grado di protezione
Grado de protección   |   Degré de protection IP65/IP68

Operating temperature   |   Temperatura di esercizio
Temperatura de funcionamiento   |   Température de fonctionnement -20° C / + 60° C

Dimensions   |   Dimensioni   |   Dimensiones   |   Dimensions 50 (Ø) x 130 (h) mm

Weight   |   Peso   |   Peso   |   Poids 100 g





IT   Vantaggi







Processor   |   Processore   |   Procesador   |   Processeur MCU 32-bit ARM Cortex-M33 core with  Hardware Cryptographic Acceleration

Connectivity   |   Connettività   |   Conectividad   |   Connectivité BLE 5.2 with OTA functionality for remote updates

Memory   |   Memoria   |   Memoria   |   Mémoire Flash for logs

Clock   |   Orologio   |   Reloj   |   Horloge Real Time Clock with a maximum error of less than 15 minutes / year

Autonomy   |   Autonomia   |   Autonomía   |   Autonomie > 5 years (std conditions)

Power supply   |   Alimentazione -  Alimentación -  Source d’énergie Replaceable batteries

Database
Cathodic monitoring, events storage, system control   |   Protezione catodica, 
eventi, controllo del sistema   |   Protección catódica, eventos, monitorización 
del sistema   |   Protection cathodique, les événements, le contrôle du système

Data transmission   |   Trasmissione dati
Transmisión de datos   |   Transmission de données Encrypted

Other   |   Altro   |   Otro   |   Autre

Test performed by voltage and current readings   |   Test di protezione 
catodica con misure di corrente e tensione  |   Prueba de protección catódica 
con mediciones de corriente y tensión  |   Essai de protection cathodique avec 
mesures de courant et de tension
Mobile APP (Android 6.0 or higher) for end-users   |   Mobile APP (Android 6.0 o
superiore) per utenti finali   |   APP móvil (Android 6.0 o superior) para usuarios 
finales   |   Application mobile (Android 6.0 ou supérieur) pour les utilisateurs finaux
Communication BLE with SPINLevel®   |   Comunicazione BLE con lo SPINLevel®   
Comunicación  BLE con el SPINLevel®   |   Communication BLE avec le SPINLevel®

Other features   |   Altre caratteristiche   |   Otras características   |   Autres caractéristiques

ATEX Mark   |   Marcatura ATEX   |   Marcado ATEX   |   Marquage ATEX II 3 G Ex ic IIA T4 Gc (up to Zone 2)

Degree of protection   |   Grado di protezione
Grado de protección   |   Degré de protection IP64

Operating temperature   |   Temperatura di esercizio
Temperatura de funcionamiento   |   Température de fonctionnement -20° C / + 60° C

Dimensions   |   Dimensioni   |   Dimensiones   |   Dimensions 100 (l) x 100 (p) x 60 (h) mm

Weight   |   Peso   |   Peso   |   Poids 50 g








